




PART NO/
UNIT PRICE REPLACES OEM PART# ILLUSTRATION

PROPERTIES
PHYSICAL
Density
Shrinkage (flow/transverse)

MECHANICAL @ 23° C
Tensile strength
Tensile strength at break
Tensile modules
Elongation at break

THERMAL
Melting point
Coefficient of thermal expansion
(-30 °C to +200° C) Flow/Transverse

TEST METHOD
PHYSICAL
ISO 1183
Internal Test

MECHANICAL @ 23° C
ISO 527
ASTM D638
ISO 527 (ASTM 638)
ISO 527 (ASTM 638)

THERMAL
ISO 3146 (ASTM D3418)
Internal Test

UNITS
PHYSICAL
1610Kg/m3

0.1 - 0.2%

MECHANICAL @ 23° C
160Mpa
24103psi
17,000 Mpa (2.6 105 psi)
1.8% (1.7%)

THERMAL
335° C (635°F)
1/73cm/cm/°Cx10-6

PRICED AT FOB SINGAPORE, MINIMUM ORDER IS 100 PIECES.

GF007 Electrovert#
3-0257-106-01-03

GF004 Electrovert#
3-0257-239-02-03

GF002 Electrovert#
3-0257-240-01-03

GF003 Electrovert#
3-0257-241-06-03

GF020 Electrovert #
3-0257-241-09-03

GF005
Electrovert #
3-0257-242-01-03

GF041
Soltec #
643-9010

GF042
Soltec #
643-9011

GF043
Technical Device #
4G1-105V

Technical Device #
4W1-341L



GLASS-REINFORCED POLYMER RESIN WAVE SOLDER FINGER (GF)

GF007
(TF007)

GF004
(TF004)

GF002
(TF002)

GF003
(TF003)

GF020
(TF020)

ELECTROVERT ELECTROVERT ELECTROVERT ELECTROVERT ELECTROVERT
3-0257-106-01 -03 3-0257-239-02-03 3-0257-240-01 -03 3-0257-241-06-03 3-0257-241 -09-03

(JE9S-106-145) (JE98-239-190) (JE9S-240-145) (JE98-241 -690) (JE9S-241-990)

GF005
(TF005)

GF041 GF042

GF043 GF044

ELECTROVERT SOLTEC SOLTEC SOLTEC SOLTEC
3-0257-242-01-03 643-9010 643-9011 4G1-105V 4W1-341L

(JE98-242-145) (JS98-010-145) (JS98-011-190) (JT98-1 10-145) (JT98-134-190)


